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ORU MULTIS 750/500 batching plant

with radius lift arms R8TR

STRENGHTS

EASIER TRANSPORTABILITY
EXTREME MOBILITY

UTMOST RELIABILITY

MULTIS 30R GOLD TRANSPORTABILITY 
The entire plant is designed for maximum optimization of its 

transportability and for reducing transport costs to a minimum.
Two shipping options are available, depending on the customer’s needs:

By road: 1 STANDARD TRUCK (13,60 m)
By sea: 1x40' + 1x20' OT

COMPUTER SCIENCE
AT THE SERVICE
OF THE BEST CONCRETE
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Le O�cine riunite_Udine S.p.A. reserve the right to change the information 
containrd herein without prior notice when they consider it justi�ed. The data and 
dimensions are therefore not to be considered as binding. The illustrations may 
include accessories and  therefore they could be slightly di�erent from the 
standard versions of the equipment.

It’s a mobile, pre-assembled and pre-wired plant, designed reduce 
the installation time and space for installation on the construction 
site. Its compact structure makes it possible to quickly change from 
the transport configuration to the operational one.

MIXING UNIT WITH BUILT-IN SKIP
The mixing unit is the heart of the plant, and in this configuration 
it is equipped with the ORUMS 750/500 planetary mixer with 
vertical shafts that allows different types of concrete to be mixed, 
always guaranteeing the utmost quality. The mixing unit is also 
equipped with an expansion chamber (Airbag) that collects 
dust-filled air, generated by the aggregates and by the cement 
after they enter the mixer.
The skip, complete with a gravity unloading hatch, slides inside a rail 
that is integral part of the structure. Its operation is extremely safe 
thanks to the presence of a set of limit switches and stopping 
systems. 

AGGREGATE LOADING UNIT WITH RADIUS LIFT ARM (R8TR)
In this configuration, aggregates are stored on the ground and loaded 
through a pair of radius lift arms that transfer them from the pile to the 
weighing hopper. 
Storing the aggregates on the ground means that no masonry work is 
needed, so that setting up and dismantling the worksite becomes fast 
and cost-effective, to the advantage of extreme mobility. 

EPS 2100-V MANAGEMENT AND CONTROL SYSTEMS
Is a control system aimed at automating batching plants with 
standard operation. 
Its versatile architecture is purely structured for the 
operational management of the concrete pre-packaging 
process. 
Thanks to its user-friendly interface, the system is 
extremely simple to use: the objective is to allow the 
operator to manage the entire mixing plant in a completely 
autonomous and safe manner.
The basic configuration includes a management and 
monitoring system (PLC) with functional keyboard and LCD 
display, and application software available in different 
languages.
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